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HNTB NORTH CAROLINA, P.C.

343 E. Six Forks Rd., Suite 200, Raleigh, N.C. 27609

License No. C-1554
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POC 38+93.36 -L-

P-4900A
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MILE POST: 0.55

(TYP. EA. SIDE)

FULL LENGTH OF BRIDGE

{ ƒ" TRIANGULAR DRIP NOTCH

(TYP. SPANS A & C)

2•" HIGH BEAM BOLSTER (BB)

SHIFT REINFORCING

CLEAR DOWNSPOUT

AS NECESSARY TO

(TYP. SPAN B)

3†" HIGH BEAM BOLSTER (BB)

SPANS A & C 

9„" MIN. SLAB

SPAN B 

8" MIN. SLAB

MAX. SPACING (SPANS A & C)

BOLSTER UPPER (BBU) @ 5'-0"

MAX. SPACING (SPAN B)

BOLSTER UPPER (BBU) @ 5'-0"

3„" HIGH BEAM

POINT

CROWN 

DECK 

SEE DETAIL "B"

DETAILS

(SHEET 3 OF 4)" FOR 

DRAINAGE DETAILS 

ON SHEET "STRUCTURE 
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2" HIGH BEAM

S-24

5 SPA. @ 3'-10" = 19'-2"

4‚" S.E.EA. END OF SPAN

9" WIDE DAM @
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1" SLOPE

JOINT (MIN.)

2" DAM AT

1" SLOPE 1" SLOPE 1" SLOPE

{ G1 { G2 { G3 { G4 { G5 { G6

{ BRIDGE

AND WORKLINE

LONG CHORD

1'-3ƒ" 2'-6‚"

2'-0"

23'-2" OUT TO OUT

10'-5"10'-5"

9'-9ƒ"

PARAPET (TYP.)

CONCRETE

{ SURVEY -L-

GRADE LINE -L-

AND PROFILE

TOP OF LOW RAIL

2'-0"

2'-2†"

9-6‚" MIN, 11'-3†" MAX

VARIES

9'-6…" MIN, 11'-3ƒ" MAX

VARIES

11„"

UNDER LOW RAIL

12" MIN. BALLAST

1'-2"1'-2"

(TYP.)

8"

(SEE WATERPROOFING SPECIAL PROVISION)

LIMITS OF COLD LIQUID-APPLIED ELASTOMERIC WATERPROOFING MEMBRANE

4"4"

NOTES:
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(ALL SPANS SIMILAR)
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1'-11"

COLLECTOR SYSTEM (TYP.)

{ 6" ~ D.I.P. DRAINAGE

(TYP.)

1'-11"

EACH PARAPET)

MEMBRANE, TYPICAL

WATERPROOFING

8" MIN. (LIMITS OF

M. WRIGHT

TYPICAL SECTION

SUPERSTRUCTURE

7/14

31-#4 "B" BARS @ 9" = 22'-6" (TOP & BOTTOM OF SLAB)

P. BARBER 7/14
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0" MIN
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COLLECTOR SYSTEM (TYP.)

{ 6" ~ D.I.P. DRAINAGE

DRAIN LINE

LEFT 

DRAIN LINE

RIGHT 

 

 

 

 

THE DECK SLAB SHALL BE CONSTRUCTED USING REMOVABLE FORMS.

FOR FUTURE RESURFACING OF TRACK.

DESIGN INCLUDES WEIGHT OF 6" ADDITIONAL BALLAST TO ACCOUNT 

 

DETAILS" SHEET.

FOR ARCHITECTURAL TREATMENTS, SEE "PARAPET ARCHITECTURAL 

SHEET.

FOR CONCRETE PARAPET DETAILS, SEE "CONCRETE PARAPET DETAILS" 

 

UNLESS NOTED OTHERWISE.

EPOXY COATED.  CLEAR COVER TO ALL REINFORCING IS 2" MINIMUM 

ALL REINFORCING STEEL IN THE DECK AND PARAPETS SHALL BE 
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